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EVOLUTION PRINT™ 
Digital printing material  

 
 

 
Description 

 
Heat seal material, specifically formulated for ink jet 
solvent and eco solvent based inks – printing and 
cutting systems.  
Evolution print™ is a high opacity material, thin digital 
media incredibly soft to the hand; its stretch-and-
rebound is simply amazing 
Adhesive Polyester backing. 
Suitable for non-coated fabrics. 
 

Tips Do not stretch right after heat apply. 
Wash inside out. 

Application  
instructions 

 

1) Print and cut the material 
2) Weed the material 
3) Remove image from backing using the Siser 
transparent polyester T.T.D. (adhesive, transparent 
polyester, resistant to high temperatures) or other 
application tapes. 
4) Heat apply following the below indicated conditions 
5) Remove application tape hot. Should you use 
other application tapes, follow the manufacturer’s 
instructions.  
 
Due to the many different base materials available 
on the market, the following heat transfer 
instructions are given as guideline only: 

Temperature: 160°C 
Time:  15 sec. 

Pressure: high 
Washable to: 40°C Max. 

 
SIZES AND COLOURS 

 

 ROLLS  width 1,50 m.  length 25 m. 
    width 0,50 m.   length 25 m. 
 COLOURS  white                                                                                         
 


